
 

 

TECHNICAL DATA SHEET 
 
PVC Compound Wires & Cables – UPW I121 
Flexible Polyvinyl Chloride Compound 

Product Description 

UPW I121 is the combination of PVC virgin and additives, it is used to make end product with 
flexibility such as insulation of wire and cable, suitable with PVC/A, TI1 type 

General Specification 

Features Heat resistance: up to 70°C 

Use General purpose of cable sheathing and insulation 

Agency ratings ROHS 2.0 compliant 
Material status Pellet, size 3x3 mm, packing 25 or 1000 kgs/ bag 

Pellet Appearance Natural 

Processing method Extrusion 

Technical Properties 
Physical Norminal Value Unit Test Method 

Density 1.59 ± 0.03 g/cm³ ASTM D792 

Melt Mass-Flow Index 

(175°C/20 kg) 

 g/10 min ASTM D3364-99 

Mechanical Norminal Value Unit Test Method 

Tensile Strength (Break) >12.5 N/mm2 IEC 60811-1.1 

Elongation (Break)     >125 % IEC 60811-1.1 

Hardness Norminal Value Unit Test Method 

Hardness (Shore A, 15 sec) 90 ± 3  ASTM D2240 

Thermal Norminal Value Unit  Test Method 

Thermal Stability at 200°C 70 min IEC 60811-3-2 

After Aging Norminal Value Unit  Test Method 

Variation of Tensile Elongation <25 %  
Variation of Tensile Strength <25 %  
Flammability Norminal Value Unit  Test Method 

Oxygen Index NA % ASTM D2863 

Extrusion Processing Norminal Value Unit  

Temperature 140 to 160 °C  
Notes:  


